Inside Glas Antenna T-AT191

824 - 960 MHz
SPECIFICATIONS
Base material: ABS;
T & Colour: Black
en ¢ Net weight (g)
yp Type I T-AT191: 44

T-AT191 T-AT220 T-AT220: 46

Base dimensions ( mm )

T-AT191: 97%24
P T-AT220: 055
- Temperature ( °C ): -30° - +80°
{ Base connector: FME M.

TECHNICAL DATA TELEPHONE:

Antenna type: 1/4 1 Mobile Antenna
Frequency range

GSM-ETACS-NMT: 824 + 960 MHz

PCN-GSM: 1710 + 1880 MHz

UMTS: 1900 = 2170 MHz
Impedance ( Ohms ): 50
Max power (W ): 20
V.S.W.R.: less than 2.0
Gain ( dBi): 2.14
Cable lenght: RG 174 mm.2500
Connector: FME F.
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. > S T § l S S
i g 1
S 1 i
i R 1

L Iy RUILLRI IR N
T TR T A LT
I 1T WL TETAA s R
ML sl ] T
. ML ki

“ I/ Walter Krenn Simmeringer HauptstraRe 421  Tel.: +43-1-748 7117/0
N

Hochfrequenztechnik GmbH 1110 Wien, Austria Fax.: +43-1-748 7117/90
i n  a na



