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M3x0,35 Sensorsteckverbinder

M3x0,35 straight plug

with fixed screwcap, P68

Cable: RGL 196

X-M3-1A-02
Art.Nr.: NOO0OO00105

Technical Data

Electrical data

Insulation resistance =10™Q |

Center contact resistance £3.0m0Q P i

Quter contact resistance =3,0mQ '

Test voltage 500 V rms ,/// |

Contact current =1,2 ADC typ. ) |

|

| |

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230C

Degree of protection IP68

Materials

Quter contact

Center contact

Dielectric

Plating center contact area

Stainless steel
CuZn

PTFE

Ag
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M3x0,35 Sensorsteckverbinder

M3x0,35 straight plug

with outside threading
Cable: RGL 196

X-M3-1A-01
Art.Nr.: NOO0OO00106

Technical Data _ Max035

Electrical data

Insulation resistance =100

Center contact resistance =3.0mQ |
Outer contact resistance <£3,0mQ

Test voltage 500V rms

Contact current = 1,2 ADC typ.

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230C

Degree of protection IP68 ‘ |] H #
[

Materials

Quter contact Stainless steel h -

Center contact CuZn B -

Dielectric PTFE

Plating center contact area Ag
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M3x0,5 Sensorsteckverbinder ‘ H

M3x0,5 straight plug

with loosely screwcap, IP65
Cable: RGL 196

X-M3x0,5-1-1301-001
Art.Nr.: NOO0000149

Technical Data 8395
fi f

Electrical data \ - . B
Insulation resistance =100 W Q\ ! !
Center contact resistance =3.0mQ \
Outer contact resistance <£3,0mQ XXX N \ !
Test voltage 500 V rms :’:’:’:‘3’2&20‘ -
Contact current = 1,2 ADC typ. ;

—
Mechanical data ‘
Mating cycles 500 matings .
Temperature range -40 to +230T ‘
Degree of protection IP65 _

|

Materials ‘
Quter contact Stainless steel/ CuZn
Center contact CuZn ‘
Dielectric PTFE
Plating center contact area Ag | !
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M4x0,35 Sensorsteckverbinder

M4x0,35 straight plug

with fixed screwcap, P68
Cable: RGL 196

X-M4-1-1301-001
Art.Nr.: NOOO000107

Technical Data —¢ -

Electrical data

Insulation resistance =100 I 0 ﬁk ["; [
Center contact resistance = 3,0mQ 7
Outer contact resistance < 3,0m0 N
Test voltage 500V rms
Contact current <1,2 ADC typ. ;
1
Mechanical data | "
Mating cycles 500 matings |
Temperature range -40 to +230T
Degree of protection IP68 |
|
Materials |
Quter contact Stainless steel |
Center contact CuZn
Dielectric PTFE |
Plating center contact area Ag |
| |
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M4x0,35 Sensorsteckverbinder

M4x0,35 straight plug

with fixed screwcap, P68
Cable: RGL 196 armoured

X-M4-1-1301-002
Art.Nr.: NOO0O000108

Technical Data - -

Electrical data

Insulation resistance =100 ! + %
Center contact resistance =3.0mQ / ’\

Outer contact resistance <£3,0mQ N

Test voltage 500V rms %
Contact current = 1,2 ADC typ.

Mechanical data o

Mating cycles 500 matings |

Temperature range -40 to +230T

Degree of protection IP68 - |
|

Materials |

Outer contact Stainless steel |

Center contact CuZn

Dielectric PTFE |

Plating center contact area Ag |
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M4x0,35 Sensorsteckverbinder

M4x0,35 straight plug

with loosely screwcap, IP65

Cable: RGL 196 o

X-M4-1-1301-003
Art.Nr.: NOOOO00109

Technical Data )

Electrical data

Insulation resistance =10™Q \ é

Center contact resistance <3,0mQ I | _/ I

Outer contact resistance =3,0mQ /

Test voltage 500 V rms \

Contact current = 1,2 ADC typ. ‘ b
(I
|

Mechanical data

Mating cycles 500 matings '
Temperature range -40 to +230T |
Degree of protection IP40 ‘
Materials ‘
Quter contact Stainless steell CuZn ‘
Center contact CuZn
Dielectric PTFE |
Plating center contact area Ag ‘
{ |

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0

D%; Hochfrequenztechnik GmbH 1110 Wien, Austria http:/fwww krenn.at/ Seite 8
O T T T T T eite



M4x0,35 Sensorsteckverbinder

M4x0,35 straight plug

with loosely screwcap, IP65
Cable: RGL 196 armoured

X-M4-1-1301-004
Art.Nr.: NOOO00OO110

Technical Data

Electrical data
Insulation resistance 2100 \ é
Center contact resistance =3.0mQ I | [_%
Quter contact resistance <3,0mQ /
Test voltage 500V rms \
Contact current = 1,2 ADC typ. |
!
Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230C _ ‘

Degree of protection IP40 | ‘

Materials ‘

Quter contact Stainless steel/ CuZn ‘

Center contact CuZn

Dielectric PTFE |

Plating center contact area Ag ‘
i |
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M4x0,35 Sensorsteckverbinder

M4 straight jack

Cable: RGL 196

X-M4-2-1001-001
Art.Nr.: NOO0000256

Technical Data

Electrical data

Insulation resistance
Center contact resistance
Quter contact resistance
Test voltage

Contact current

Mechanical data
Mating cycles
Temperature range
Degree of protection

Materials

Outer contact

Center contact

Dielectric

Plating outer contact area
Plating center contact area

U UiWalter Krenn

u %5 Hochfrequenztechnik GmbH
T nnnynm

2100
<3,0mQ
=3,0mQ

500 V rms

= 1,2 ADC typ.

500 matings
-40 to +230TC
IP40

CuZn
CuZn
PTFE
Ni

Au

1110 Wien, Austria
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10-32 Sensorsteckverbinder

10-32 straight plug
with loosely screwcap, IP40
Cable: RGL 196

1032-1A-01
Art.Nr.: NOOOO00018

Technical Data - -

Electrical data

Insulation resistance 210 Q . <
Center contact resistance £3.0m0Q

Outer contact resistance =3,0mQ

Test voltage 500V rms B
Contact current =1,2 ADC typ.

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230T

Degree of protection IP40

Materials |

Outer contact CuZn _ i
Center contact CuZn

Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Ag

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0

[]%5 Hochfrequenztechnik GmbH 1110 Wien, Austria http:/fwww krenn.at/ Seite 11
O T T T T T eite



10-32 Sensorsteckverbinder

10-32 straight plug

with loosely hexagon screwcap,
IP40

Cable: RGL 196

X-1032-1A-02
Art.Nr.: NOOO000068

Technical Data

Electrical data

Insulation resistance =100

Center contact resistance =3.0mQ

Outer contact resistance <£3,0mQ !
Test voltage 500V rms

Contact current = 1,2 ADC typ.

Mechanical data |

Mating cycles 500 matings |

Temperature range -40 to +230T

Degree of protection IP40 |
I

—|—

Materials

Outer contact CuZn

Center contact CuZn

Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Ag
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10-32 Sensorsteckverbinder

10-32 straight plug

with loosely hexagon screwcap,
with crimp sleeve

Cable: RGL 174

10-32-1-1302-001
Art.Nr.: NOOO000053

Technical Data

Electrical data

Insulation resistance =100 /
Center contact resistance =3.0m0 /
Outer contact resistance =3,0mQ

Test voltage 500 V rms Zy
Contact current =12 ADC typ. 7

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230T

Degree of protection IP40

Materials

Outer contact CuZn

Center contact CuZn

Dielectric PTFE - -
Plating outer contact area Ni

Plating center contact area Ag
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10-32 Sensorsteckverbinder

10-32 straight plug
with fixed screwcap, P68
Cable: RGL 196

X-10-32-1-1301-002
Art.Nr.: NOOO000045

Technical Data

Electrical data

Insulation resistance 210 Q

Center contact resistance £3.0m0Q

Outer contact resistance =3,0mQ .
Test voltage 500V rms

Contact current =1,2 ADC typ. t

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230TC |

Degree of protection IP&8 |

|

Materials |

Quter contact Stainless steel

Center contact CuZn |

Dielectric PTFE

Plating center contact area Ag |
1 |
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10-32 Sensorsteckverbinder

10-32 straight plug
with fixed screwcap, P68
Cable: RGL 196 armoured

X-10-32-1-1301-003
Art.Nr.: NOOOOOO111

Technical Data

Electrical data

Insulation resistance =10™Q

Center contact resistance <3,0mQ

Outer contact resistance =3,0mQ

Test voltage 500 V rms

Contact current = 1,2 ADC typ.

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230C |
Degree of protection IP68

Materials

Outer contact

Center contact

Dielectric

Plating center contact area

Stainless steel
CuZn

PTFE

Ag
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10-32 Sensorsteckverbinder

10-32 straight plug

with loosely screwcap, IP65

Cable: RGL 196

X-10-32-1-1301-004
Art.Nr.: NOO0O00O112

Technical Data

Electrical data i ?\ 1|\ 7
Insulation resistance =100 % é
Center contact resistance = 3,0mQ \ %
Quter contact resistance =3,0mQ
Test voltage 500 V rms ﬂ L
Contact current =1,2 ADC typ. |
| i |
Mechanical data '
Mating cycles 500 matings |
Temperature range -40 to +230T '
Degree of protection IP40 |
|
Materials |
Quter contact Stainless steel/ CuZn
Center contact CuZn |
Dielectric PTFE
Plating center contact area Ag |
] ]
—
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10-32 Sensorsteckverbinder

10-32 straight plug
with loosely screwcap, IP65
Cable: RGL 196 armoured

X-10-32-1-1301-005
Art.Nr.: NOOOOO0071

Technical Data

Electrical data i ?\ 1|\ 7
Insulation resistance =100 % é
Center contact resistance = 3,0mQ \ %
Quter contact resistance =3,0mQ
Test voltage 500 V rms ﬂ L
Contact current =1,2 ADC typ. |
| i |
Mechanical data '
Mating cycles 500 matings |
Temperature range -40 to +230T '
Degree of protection IP40 |
|
Materials |
Quter contact Stainless steel/ CuZn
Center contact CuZn |
Dielectric PTFE
Plating center contact area Ag |
] ]
—
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10-32 Sensorsteckverbinder

10-32 straight jack
Cable: RGL 196

X-10-32-2-1301-001
Art.Nr.: NOOO000150

Technical Data - £ .

Electrical data : - I N -
Insulation resistance =10™Q

Center contact resistance <3,0mQ |

Outer contact resistance =3,0mQ ! ;

Test voltage 500 V rms !

Contact current = 1,2 ADC typ.

Mechanical data I

Mating cycles 500 matings |

Temperature range -40 to +230T |

Degree of protection IP40 |

Materials |

Outer contact CuZn |

Center contact CuZn | |
Dielectric PTFE !

Plating outer contact area Ni

Plating center contact area Au
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10-32 Sensorsteckverbinder

10-32 straight plug

with loosely hexagon screwcap

Cable: for 1mm cable

1032-1-100A-001
Art.Nr.: NOOOO00019

Technical Data

Electrical data

Insulation resistance
Center contact resistance
Quter contact resistance
Test voltage

Contact current

Mechanical data
Mating cycles
Temperature range
Degree of protection

Materials

Quter contact

Center contact

Dielectric

Plating outer contact area
Plating center contact area

U UiWalter Krenn

u %5 Hochfrequenztechnik GmbH
T nnnynm

2100
£3,0mQ
=3,0mQ

500 V rms
=1,2 ADC typ.

500 matings
-40 to +230C
IP40

CuZn
CuZn
PTFE
Ni
Ag

1110 Wien, Austria

Simmeringer Hauptstralie 421
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10-32 Sensorsteckverbinder

10-32 straight plug
with loosely screwcap
Cable: for 1mm cable

1032-1-100A-002

Technical Data -

Electrical data

Insulation resistance =100 l
Center contact resistance = 3,0mQ
Outer contact resistance < 3,0m0 ( !
Test voltage 500V rms &5
Contact current =1,2 ADC typ. I
[

Mechanical data

Mating cycles 500 matings
Temperature range -40 to +230C
Degree of protection IP40
[
|
Materials [ '
Quter contact CuZn - .
Center contact CuZn
Dielectric PTFE
Plating outer contact area Ni
Plating center contact area Ag
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10-32 Sensorsteckverbinder

10-32 Right Angle plug
with loosely screwcap, 1P68
Cable: RGL 196

X-10-32-1-2001-001
Art.Nr.: NOO0000328

Technical Data

Electrical data

Insulation resistance 2100 i
Center contact resistance =3.0m0 2’4 - 1
Outer contact resistance £3,0mQ ’.’*‘}%‘I s
Test voltage 500 V rms l“"‘
Contact current =12 ADC typ.

Mechanical data

Mating cycles 500 matings l
Temperature range -40 to +230C

Degree of protection IP68

Materials

Quter contact CuZn

Center contact CuZn

Dielectric PTFE

Plating outer contact area CuSnZn

Plating center contact area Ag
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5-44 Sensorsteckverbinder H

5-44 straight plug
with loosely screwcap
Cable: RGL 196 and

for 1mm cable

X-544-1-1001-001 ‘
Art.Nr.: NO00000126

Technical Data i )

Electrical data

(0 Pl
Insulation resistance 2100 1 &
, ——=] r‘*::i
Center contact resistance =3.0mQ ”’.’ N[t
| I\
OQuter contact resistance <3,0mQ R
Test voltage 500V rms
Contact current = 1,2 ADC typ.

Mechanical data [ [ [

Mating cycles 500 matings
Temperature range -40 to +230C |
Degree of protection IP65
|

Materials |
Quter contact CuZn
Center contact CusSn |
Dielectric PEEK
Plating outer contact area Ni |
Plating center contact area Au |

t |
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3-56 Sensorsteckverbinder

3-56 straight plug
with loosely screwcap
Cable: for 1mm cable

X-3-56-2-1001-001 &
Art.Nr.: NO00000146 @

Technical Data -

Electrical data T

Insulation resistance =100
Center contact resistance =3.0mQ
Outer contact resistance <£3,0mQ

Test voltage 500V rms
Contact current = 1,2 ADC typ.

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230C

Degree of protection IP65

Materials

Quter contact CuZn

Center contact CuSn

Dielectric PEEK

Plating outer contact area Ni :
Plating center contact area Au
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1/4"-28 Sensorsteckverbinder

1/4"-28 straight jack

4 pol., with loosely screwcap

X-1/4"-28-1-1301-001
Art.Nr.: NOOO000015

(33
g /i
Technical Data PIT oy
- @73 _
Electrical data 1/ -2_&_&_,'—‘
Insulation resistance =10™0 = I @4.5540.02
Center contact resistance =3,0mQ LrEw Z-
Outer contact resistance =3,0mQ C.>L . B
Test voltage 500 V rms
Contact current =1,2 ADC typ. -
&
:.‘ 1N ] J
Mechanical data - '
Mating cycles 500 matings :
Temperature range -40 to +230T o
Degree of protection IP65
Materials
Outer contact CuZn
Center contact CuSn
Dielectric Peek
Plating outer contact area Au
Plating center contact area Au
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7/16"-27 Sensorsteckverbinder

2-Socket Jack 7/16"-27 Thread

2 pol., with loosely screwcap

X-716-2-10SY-001
Art.Nr.: NOO0000261

Technical Data

Electrical data

Insulation resistance =100
Center contact resistance = 3,0 mQ
Outer contact resistance =3,0mQ
Test voltage 500 V rms
Contact current =1,2 ADC typ. . e
C‘l IT i J
[ [
Mechanical data
Mating cycles 100 matings
Temperature range -40°C to +250°C
Degree of protection P40
Materials [ H
Outer contact CuZn [ ]:[- 1 J
Screwcap Steel 1.4305
Center contact CuSn4Pb4Zn4
Dielectric PEEK
Plating outer contact area Ni
Plating center contact area Au
2 Walter Krenn Simmeringer Hauptstrake 421  Tel.: +43-1-748 7117/0
HD U Hochfrequenztechnik GmbH 1110 Wien, Austria http://www.krenn.at/
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7/16"-27 Sensorsteckverbinder

2-Socket Plug 7/16"-27 Thread
2 pol., straight plug

X-716-1-10SY-001
Art.Nr.: NOO0000267

Technical Data

Electrical data LT é
Insulation resistance =100 44

Center contact resistance = 3,0 mQ F\%

Outer contact resistance =3,0mQ

Test voltage 500 V rms

Contact current =1,2 ADC typ. C) [
Mechanical data H H
Mating cycles 100 matings

Temperature range -40°C to +250°C

Degree of protection P40

Materials

Outer contact CuZn

Center contact CuZn I“‘I\ 4
Dielectric PEEK ijj
Plating outer contact area Ni

Plating center contact area Au

H Uﬁ Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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M10x1 Sensorsteckverbinder

M10x1 straight plug
solder-clamp, IP68
Cable: RGL 196 FPM armiert

X-M10-1-1001-001
Art.Nr.: NOOO0O00097

Technical Data S

Electrical data 1

Insulation resistance 210 Q

Center contact resistance £3.0m0Q |

Outer contact resistance =3,0mQ

Test voltage 500V rms |

Contact current =1,2 ADC typ. :
|

Mechanical data I

Mating cycles 500 matings '

Temperature range -40 to +230T I |

Degree of protection IP68 : |

T J

Materials [

Outer contact CuZn '

Center contact CuZn

Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Ag

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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BNC Sensorsteckverbinder

BNC straight plug

fullcrimp
Cable: RGL 196

X-BNC-1A-01
Art.Nr.: X-BNC-1A-01

Technical Data

Electrical data

Insulation resistance =10™Q 166
Center contact resistance <3,0mQ I
Outer contact resistance =3,0mQ |
Test voltage 500 V rms '
Contact current = 1,2 ADC typ. :
5
=3
Mechanical data ! t: -
Mating cycles 500 matings
Temperature range -40 to +2307T
Degree of protection IP40 @0.34_| @11
1111 g5,
|1 255
Materials | | 4.05
Quter contact CuZn
Center contact CuZn *-l—l—m
Dielectric PTFE
Plating outer contact area Ni
Plating center contact area Au

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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BNC Sensorsteckverbinder

BNC straight plug

solder-clamp
Cable: RGL 196 armoured

X-BNC-1-1001-001
Art.Nr.: NOOO0O00084

Technical Data

Electrical data

Insulation resistance =10™Q /
Center contact resistance <3,0mQ

Outer contact resistance =3,0mQ

Test voltage 500 V rms

Contact current = 1,2 ADC typ.

Mechanical data

Mating cycles 500 matings
Temperature range -40 to +2307T
Degree of protection IP40

I I
Materials
Outer contact CuZn
Center contact CuZn I - T
Dielectric PTFE { | | |
Plating outer contact area Ni
Plating center contact area Au

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Adapter

M3x0,35(f) - BNC(m)

X-M3-0-BNC-1
Art.Nr.: XM30BNC1

Technical Data

Electrical data

Insulation resistance =100

Center contact resistance =3.0mQ

Outer contact resistance <£3,0mQ

Test voltage 500V rms

Contact current = 1,2 ADC typ.

Mechanical data

Mating cycles 500 matings

Temperature range -40 to +230C

Degree of protection IP40

Materials

Quter contact CuZn

Center contact CuSn

Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Au

i Walter Krenn Simmeringer Hauptstralie 421

H UU%, Hochfrequenztechnik GmbH 1110 Wien, Austria
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Adapter

M3x0,5(f) - BNC(m)

X-M3x0,5-2-BNC50-1-001

Art.Nr.: NOO0000140

Technical Data

Electrical data

Insulation resistance =100 -
Center contact resistance <£3,0m0 s K M3x0.5
Outer contact resistance <3,0mQ 5 E .
Test voltage 500V rms ?;
Contact current < 1,2 A DC typ. i i =

| 5™

|

|
Mechanical data "_._’_".",'_""".“_'_H w
Mating cycles 500 matings .'.:g:;:g:g:g:g:g:g:g:g:g:g:;:g:q.:;:;'. I
Temperature range -40 to +230C MUAXAX XXX KRR e
Degree of protection IP40 -

' ¥l _|
Materials '
Quter contact CuZn
Center contact CuSn
Dielectric PTFE
Plating outer contact area Ni
Plating center contact area Au
Krenn Simmeringer Hauptstralie 421  Tel.. +43-1-748 7117/0
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Adapter

M4x0,35(f) - BNC(m)

X-M4-0-BNC-1
Art.Nr.: XM40BNC1

Technical Data

Electrical data

Insulation resistance 2100 514

Center contact resistance =3,0mQ = Mix0.35 |

Outer contact resistance <£3,0mQ F ﬂil

Test voltage 500V rms ' E

Contact current = 1,2 ADC typ. iz
I I P

Mating cycles 500 matings OO

Temperature range -40 to +230C %

Degree of protection IP40

Materials

Quter contact CuZn

Center contact CuSn

Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Au

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Adapter

10-32(f) - BNC(m)
X-1032-0-BNC-1
Art.Nr.: X10320BNC1
Technical Data
Electrical data
Insulation resistance =10"Q
Center contact resistance =3.0mQ QML -6
OQuter contact resistance <3,0mQ
Test voltage 500V rms | T I
Contact current = 1,2 ADC typ. ! t ] (

-I+I1!1!!.l!lill-

A0 ~
Mechanical data A AN (=8
Mating cycles 500 matings v =
Temperature range -40 to +230C u_-i, J:[

=
Degree of protection IP40 =l l
“

Materials | 10-32 UNF-ZA
Quter contact CuZn ¢ 6.8
Center contact CuSn = -
Dielectric PTFE D1
Plating outer contact area Ni
Plating center contact area Au

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Adapter

5-44(m) - BNC(m)

X-5-44-1-BNC50-1-001
Art.Nr.: NOOOO00139

Technical Data P E—
Electrical data I i —1
Insulation resistance =100

Center contact resistance =3.0mQ ‘

Outer contact resistance <£3,0mQ '

Test voltage 500V rms f | .
Contact current = 1,2 ADC typ. |

Mechanical data
Mating cycles 500 matings
Temperature range -40 to +230C
Degree of protection IP40

|
Materials ‘ /
Outer contact CuZn
Center contact CuSn ]
Dielectric PTFE |
Plating outer contact area Ni
Plating center contact area Au

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Adapter

3-56(m) - BNC(m)

X-3-56-1-BNC50-1-001

Art.Nr.: NOO0000142

Technical Data

Electrical data

Insulation resistance =100
Center contact resistance =3.0mQ
Outer contact resistance <£3,0mQ
Test voltage 500V rms
Contact current = 1,2 ADC typ.
Mechanical data

Mating cycles 500 matings
Temperature range -40 to +230C
Degree of protection IP40
Materials

Outer contact CuZn

Center contact CuSn
Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Au

U UiWalter Krenn

[] ‘ﬁ, Hochfrequenztechnik GmbH
T nnnynm

Simmeringer Hauptstralie 421
1110 Wien, Austria

Tel.: +43-1-748 7117/0
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Seite 35



Adapter

1/4" -28(m) - 3xBNC(m)

X-1/4"-28-1-BNC50-1-001
Art.Nr.: NOO0O000141

Technical Data

Electrical data

Insulation resistance =100
Center contact resistance =3.0mQ
Outer contact resistance <£3,0mQ

Test voltage 500V rms
Contact current = 1,2 ADC typ.

Mechanical data

Mating cycles 500 matings
Temperature range -40 to +230C
Degree of protection IP40
Materials

Outer contact CuZn

Center contact CuZn
Dielectric PTFE

Plating outer contact area Ni

Plating center contact area Au

H U{/” Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Kabel

RGL 196 A/U STPF PFA
Low Noise Coaxial Cable
PTFE Dielectric

Art.Nr.: OFL0.00053

Technical Data

Cable design

Inner conductor Cu7x0,10 mm, & 0,30 mm

Dielectric PTFE, @ 0,84 mm

Coating Semi conductive, @ 0,88 mm

Shield Silver plated tensile flex braid 90%, & 1,35 mm
Jacket PFA (blue), @ 1,9 mm

Electrical data

Impedance 500 +50
Insulation resistance =10 " Q/km
Center contact resistance < 802 Q/km
Quter contact resistance <45 Q/km
Capacitance 96 nF/km
Velocity of propagation 70%

Mechanical data
Weight 8,5 ka/km
Temperature range -55T to +260C

-

H F{/‘ Walter Krenn Simmeringer Hauptstrale 421  Tel.: +43-1-748 7117/0

D,’%, Hochfrequenztechnik GmbH 1110 Wien, Austria http:/fwww krenn.at/ .
O T T T T T Seite 37



Kabel 1N

RGL 196 blue PFA armoured

Low Noise Coaxial Cable
PTFE Dielectric, armoured

Art.Nr.: OFL0.00055

Technical Data

Cable design

Inner conductor Cu7x0,10 mm, & 0,30 mm

Dielectric PTFE, @ 0,84 mm

Coating Semi conductive, @ 0,88 mm

Shield Silver plated tensile flex braid 90%, & 1,35 mm
Jacket PFA (blue), @ 1,9 mm

2™ Shield Braid of stainless steelwire, @ 2,4 mm

Electrical data

Impedance 500 +50
Insulation resistance =10 " Q/km
Center contact resistance < 802 Q/km
Quter contact resistance <45 Q/km
Capacitance 96 nF/km
Velocity of propagation 70%

Mechanical data
Temperature range -55T to +230C

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Kabel

RGL 196 FPM
Low Noise Coaxial Cable
PTFE Dielectric, FPM Jacket

Art.Nr.: OFL0.00059

Technical Data

Cable design

Inner conductor 7% 0,0635 mm, @ 0,21mm
Dielectric PTFE, @ 0,56 mm

Coating Semic. @ 0,58 mm

Shield Cu covering 90%, & 0,84 mm
Jacket FPM (black), @ 2,4 mm
Electrical data

Impedance 50 Q +£50

Insulation resistance =10 2 Qfkm

Mechanical data
Weight 9,5 kg/km
Temperature range -20°C to +200°C

H ~ Walter Krenn Simmeringer Hauptstrale 421  Tel.: +43-1-748 7117/0
00
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Kabel

11-RJV30/61R-N1

Low Noise Coaxial Cable
Solid Polyethylene Dielectric

Art.Nr.: OFL1.00806

Technical Data

Cable design

Inner conductor Cu7x0,16 mm, @ 0,48 mm
Dielectric PE, @ 2,95 mm

Dielectric Semic. PVC, @ 3,40 mm
Shield Cu

Jacket PWVC (black), @ 4,95 mm

Electrical data

Impedance 750 +40Q
Insulation resistance 2 20.000 MQ
Capacitance 70 nFflkm
Velocity of propagation 66%

Mechanical data
Weight 39 kg/km
Temperature range -15°C to +70°C

H ~ Walter Krenn Simmeringer Hauptstrale 421  Tel.: +43-1-748 7117/0
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Kabel

RGL 196 Twinax

2 x AWG20

PTFE cable shielded

Art.Nr.: OFL0.00048

Technical Data

Cable design

1.1 Conductor
1.2 Insulation

1.3 Tape

1.4 Filler

1.5 Twist

1.6 Tape

1.7 Braid

1.8 Tape

1.9 Jacket

Electrical data
Resistant at 20°C
Operating Voltage

Mechanical data
Weight

Temperature range

I

s Walter

%, Hochfrequenztechnik GmbH
T nnnynm

19 x 0,203 mm, max. @ 1,0mm
PTFE, @ 1,3 mm

PTFE

HEI-tape

2 cores + Filler, @ 2,9 mm
PTFE, semi conductive

Cu 0,127 mm, @ 3,7 mm
Polyimidfoil

PTFE (blue) , @ 4,5 mm

Max. 29,86 Q/km
250V AC

426 kg/km
-190°C to +200°C

Krenn Simmeringer Hauptstralie 421

1110 Wien, Austria

Tel.: +43-1-748 7117/0

http:/fwww krenn.at/
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Kabel- Assembly

Kabel- Assembly

Wir fertigen Kabel- Assemblies mit jeder Steckerkombinationen und
Kabellangen auf Kundenwunsch.

Bei einer Anfrage bendtigen wir folgende Informationen:

- Stecker Seite 1

- Stecker Seite 2

- Kabel

- Lange

- sonstige Anforderungen( Schrumpfschlauch, wasserdicht, usw.)

Cable Assembly

We manufacture cable assemblies on customer request with any
combination of connector and cable lengths.

In a request, we need the following information:

- Connector Side 1

- Connector Side 2

- cable

- length

- other requirements (heat shrink tubing, waterproof, etc.)

H Ui Walter Krenn Simmeringer Hauptstraie 421  Tel.: +43-1-748 7117/0
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Kontakt

Walter Krenn Hochfrequenztechnik GmbH

Simmeringer HauptstraBe 421
A-1110 Vienna
AUSTRIA

Tel.: +431748 7117 -0
Fax.: +43 1 748 71 17 - 90

E-Mail: info@krenn.at
Internet: http://www.krenn.at/
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